


EQUIPMENT SPECIFICATIONS 

OVERHEAD CONDUCTORS, 953.0 KCM, BARE ALUMINUM (AAC) 

GENERAL : 

T h i s  specification is for  stranded aluminum overhead conductor, 
suitable for  use i n  the City of Lodi's 60-kv overhead sub-transmission 
system. 

SPECI FIC SPECI FICATIONS: 

954.0 KCM a l l  alumintlm conductor ( A A C ) ,  37 strand, Class AA. Code 
Name: Magnolia. 

STANDARPS : 

The conductor shall meet the requirements of the l a tes t  edition of the 
applicable NEMA, ASTM and ANSI Standards, unless otherwise noted i n  
thi s specification. 

SH I PP I NG : 

Conductor t o  be shipped on reels. Each end of the conductor shall be 
firmly secured t o  the reel ,  No lagging is  required. All shipments 
shall be prepadd, F . O . B .  Lodi, California. Reels shall be shipped 
u p r i g h t .  

REEL MARKING: 

Each reel shall be marked w i t h  a durable label securely attached t o  a 
flange of the reel and plainly marked stat ing the destination, the 
purchaser's order  number, shipping length of conductor on reel ,  w e i g h t  
of reel ( t a r e  weight], total weight o f  the conductor on reel ,  type  and 
size of conductor and code name. 

MAKE UP AND LENGTHS: 

Reels shall be non-returnable and manufactured i n  accordance w i t h  NEMA 
S t anda rds  (Publication #WC26-1984). The reel s ize  t o  be 66" flange 
diameter, 28" traverse w i d t h  and 30" drum diameter. Conductor length 
OP each reel shall be 4,100 feet (nominal). 
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